
IDAHO TRANSPORTATION DEPARTMENT 
COMMERCIAL VEHICLE BY LANE REPORT – From2004 Permanent Weigh-In-Motion Data 

District 5 - Georgetown - US30 - .7 SE. of Nounan Rd. 
Monday 1 March Thru Wednesday 31 March 2004 

Total Commercial Traffic - All Lanes Included 
 

 Commercial Vehicle Direction of Travel    

 West Bound East Bound 
   

Commercial Vehicle Type 
Lane 
Count 

Lane 
% 

Average 
GVW 

Lane 
Count 

Lane 
% 

Average 
GVW 

Total 
Count Type % 

Average 
GVW 

SNGL UNIT TRK:  2 axles 689   6.47  16473  587   5.24  16355  1276  5.84  16419  

SNGL UNIT TRK:  3 axles 158   1.48  37223  110   0.98  39149  268   1.23  38013  

SNGL UNIT TRK:  4 axles or more 13    0.12  32154  14    0.13  31750  27    0.12  31944  

TRK w/SNGL TRLR:  4 axles or less 307   2.88  30647  172   1.54  29132  479   2.19  30103  

TRK w/SNGL TRLR:  5 axles 8590  80.64  73693  9982  89.15  79350  18572  85.00  76733  

TRK w/SNGL TRLR:  6 axles 253   2.38  84289  144   1.29  67150  397   1.82  78073  

TRK w/SNGL TRLR:  7 axles or more 241   2.26  105954 49    0.44  99504  290   1.33  104864 

TRK w/2 TRLRS:  5 axles or less 24    0.23  68858  21    0.19  80652  45    0.21  74362  

TRK w/2 TRLRS:  6 axles 62    0.58  75405  24    0.21  84842  86    0.39  78038  

TRK w/2 TRLRS:  7 axles 249   2.34  105548 64    0.57  76308  313   1.43  99569  

TRK w/2 TRLRS:  8 axles or more 54    0.51  139193 21    0.19  106890 75    0.34  130148 

TRK w/3 TRLRS:  7 axles 12    0.11  47542  8     0.07  94775  20    0.09  66435  

TRK w/3 TRLRS:  8 axles or more                   1     0.01  133600 1     0.00  133600 

          

Total Commercial by Lane 10652  48.75  70188  11197  51.25  74817  21849  100.00 72560  

Total Commercial by Direction 10652  48.75  70188  11197  51.25  74817                    
                   


